
STANDARD FEATURES 
• Lowest water usage - under 1 gallon per rack

• Energy Star® rated

• 20 Amp, 115 volt electrical supply

• Powerful ss pump with upper & lower 
rotating spray arms

• Available in either 90, 120, or 150 second  
time cycle

• Holds standard 20" x 20" racks

• High pressure, 1.5 HP pump

• Built-in chemical dispensing

For detailed specifications, go to
www.americandish.com
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Warning: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

• Tallest door opening at 19"
• Built in stainless steel scrap accumulator
• Optional - patent pending top drying rack
• Optional - sustainer heater available on standard unit
• Optional - built-in booster heater
• Optional - under frame storage rack

AWS /AWS-H
The Economical Warewashing 
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Standard Features
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AWS AWS-H Series R1.01

AWS/AWS-H Specifications
U.S. REGISTERED PATENTS

Rated Capacity (Racks per Hour) .  .  .  .  .  . 37 25 12
Wash Time (Sec.) . . . . . . . . . . . . . . . . 50 60 75
Rinse Time (Sec.)  . . . . . . . . . . . . . . . . 30 45 60
Dwell (Sec.) . . . . . . . . . . . . . . . . . . . . 10 15 15
Total Cycle Time (Sec.)  . . . . . . . . . . . . 90 120 150

Water Temperature .  .  .  .  .  .  .  .  .  .  . 120º F Min. (49º C Min)
Water Consumption . . . . . . . . . . . . . . . AWS 0.98 GPR

AWS-H 1.2 GPR

Motor . . . . . . . . . . . . . . . . . . . . . . . . 1.5 HP (1.125 KW)
Electrical Ratings  . . . . . . . . . . . 115 Volts (Single Phase)

Connect to Supply Source using 10-12 AWG copper wires. 
Circuit Protection: 20 AMP 
Circuit Breaker or Fuse with a 20 AMP Rating.

Rack Size .  .  .  .  .  .  .  .  .  .  19.75" x 19.75" (50.2 cm x 50.2 cm)
Door Clearance . . . . . . 20.75" x 20.5" (52.7 cm x 52.1 cm)
Water Inlet.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  0.5" FPT
Height.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 71.44" (62.6 cm)
Width . . . . . . . . . . . . . . . . . . . . . . . .24.63" (62.6 cm)
Depth (Door Open) . . . . . . . . . . . . . . . . 46.1" (117.1 cm)
Depth (Door Closed) . . . . . . . . . . . . . . .26.7" (67.8 cm)
Shipping Weight (Max).  .  .  .  .  .  .  .  .  .  .  .  354 lb. (160.6 kg)
Shipping Volume  . . . . . . . 36" L x 36" W x 72" H / 54 cu. ft.

(91.4 cm x 91.4 cm x 192.9 cm / 1.52 cu. meters)

SIDE VIEW FRONT VIEW

For detailed specifications, go to
www.americandish.com

These specifications are not intended for 
use with installing the equipment.
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